
Sikalastic®-1K
ONE-COMPONENT, 
FLEXIBLE WATER- 
PROOFING MORTAR



Sikalastic®-1K
ONE-COMPONENT CRACK-BRIDGING  
MORTAR FOR CEMENTITIOUS WATER-
PROOFING

 ́ Flexible waterproofing and 
concrete protection with one 
product

 ́ One-component product, just 
add water

 ́ Suitable for contact with drin-
king water (Italian Regulation 
D.M. 174-2004)

 ́ Fulfills EN 1504-2 (method 1.3, 
2.2 and 8.2) and CMO1P of EN 
14891 

 ́ Adjustable consistency
 ́ Easy to apply by brush or trowel
 ́ Fibre-reinforced
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SIKA SERVICES AG 
Waterproofing 
CH-8048 Zurich 
Switzerland 
Phone +41 58 436 40 40 
Fax +41 58 436 46 86 
www.sika.com

Our most current General Sales Conditions shall apply. Please consult 
the most current local Product Data Sheet prior to any use.

IDEAL FOR:

 ́ Concrete structures, water 
tanks, basins, swimming pools, 
pipes and basement walls

 ́ Waterproofing beneath tiling

 ́ Outer wall surfaces buried in the 
ground

 ́ Universal crack-bridging water-
proofing mortar

ADVANTAGES:

Packaging:  Bag of 20 kg

Colour: Light grey

Consumption:  ~ 1.2 kg / m2 per mm layer


